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| Monument is a 3" aluminum monument stamped "T7N R1E W1/16 $.3 8.10 RLL.S. 1983" found 0.3' 
below grade, a carsonite post is located 7.0' S10°W of the monument, located 3' south of the centerline 
of a gravel road, 30' north of an old dirt road, 20' north of the bank of the old dirt road, at the southeast 
corner of a Pine stand, surrounded by mature forest. 


The record monument was found undisturbed and maintained by remarking three existing bearing trees, 
Three existing bearing trees were recovered from a Land Corner Record by Robert Stone, dated 
| 6/24/2010." 


Three bearing trees were marked with a bearing tree sign, paint, and mag nail. 


| Referenced on BRCJ survey recorded as InstNo.2018011507 
Accepted by the Monroe County Surveyor Review Board on August 6, 2019. 
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‘Where Filed or ~ Hoosier National Forest survey files at the Year 6/2010 By: B.Stone, 
Recorded: | Bedford Office Searched: K.Crevier, 
K.Weigel 


Book: Page: 


Date: 9/1984 Monument 3” dia alum. Concrete filled cap, 30” 
Monument Set: Set 3” i aluminum, concrete filled pipe, 


Found long w/aluminum cap stamped as 


30” long with an aluminum cap and magnetic on shown: 
sees of cap —— 
Same as ~ Bearing _ Trees below ee 


OTHER EVIDENCE 
| 


The monument is located 4” below the road surface at the south edge of the south track 
of an east-west running sravel road and north 32 feet of an old entrenched roadbed 
running east and west. 

A treeline runs to the south, south of the entrenched roadbed. 

A pocket of pines lies to the north of the gravel road, west of the monument. 

A post with boundary and survey monument signs is S 05°W, 7.41 feet. 

A 3” diameter geode was placed on top of the cap and covered over with the gravel and 

| soil dug out. 
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